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Pressure: 20 – 126 psi (1.38 bar – 8.61 bar)•
Temperature: 40 F – 140 F (4.43℃ – 60℃  )•
Flow Rate:•

         Spray Valve : 1.2 GPM @60 Psi

Pre-Rinse Unit: 1.2 GPM, 8ʺ Center Wall Mount
C8141

US & Canada :- +1-678 666 2001
Asia:- +91-9814203010
Krome USA Inc. reserves the right to make revisions to product specifications without any notice
For most updated specification sheet , go to 
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C8141

Polished Chrome

One Year (Limited)Warranty:

Designed to remove food waste from dishes prior to dish washing•
Heavy duty cross head tap•
Stainless steel braided inner hose protecting the hose from splitting in use•
With faucet which can be controlled independently•
you can improve your workflow with the more efficient cleanup process•
includes 1/2" Female Inlet, 6" Wall Mount Bracket.•
This commercial pre rinse sprayer is a must have in all food service •
kitchens for easy and efficient dish washing.

Features & Benefits:

Performance Data:
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Part Number Spray Valve Finish Mounting Syatem

C8198 1.42 GPM Polished Chrome Wall Mount

C8200 1.42 GPM Polished Chrome Deck Mount

C8199 1.2 GPM Polished Chrome Deck Mount

Krome USA Inc. reserves the right to make revisions to product specifications without any notice
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US & Canada :- +1-678 666 2001
Asia:- +91-9814203010

Options Available:-

Product Dimensions:-
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